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METHOD AND APPARATUS FOR CHANNEL SURFING THROUGH 
MULTIPLE SOURCES BASED ON USER-DEFINABLE PREFERENCES 

BACKGROUND OF THE INVENTION 

5 

Field of the Invention 
The present invention pertains to the field of entertainment systems. More 
particularly, this invention relates to allowing users to channel surf through multiple 
sources based on user-definable preferences. 

10 

Background 

A recent trend in the electronics and computer industry is the convergence of 
computer systems and more traditional entertainment system components. Such 
convergence allows an increasingly broad range of information to be made available for 

1 5 system users over and above the broadcast television programming which has long been 
provided via conventional televisions. Accompanying this convergence is the expansion 
of television programming transport media (e.g., the mechanism or "pipe" via which the 
programming is transported to the television). While analog broadcasts and analog cable 
were once the standard transport media for television programming, digital cable and 

20 digital satellite systems are becoming more and more commonplace. Additionally, other 
transport media, such as digital broadcasts, are starting to appear as options for viewers. 

Using different transport media has increased the number of sources from which 
television programming can be received, and thus has also increased the number of 
television programs available for viewing. These increases are due to both the increase in 
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number of transport media, as well as the additional bandwidth capabilities of some of the 
newer types of transport media. Additionally, other "local" sources (e.g., video cassette 
recorders) can also supply programming, thereby further increasing the programming 
options available to users. Furthermore, this convergence of computer systems and more 

5 traditional entertainment system components can result in different types of programming 
becoming available to users. For example, analog radio broadcasts or digital cable music 
broadcasts can be made available to the user through such convergence systems. 

However, one problem presented with convergence systems is the ease in which a 
user can choose from the large number of programming choices available. While a user 

10 may have had a choice of a dozen local broadcast channels or 30-40 cable channels a few 
years ago, the additional transport media currently being used has increased programming 
options into the hundreds, and will commonly be in the thousands in the not-too-distant 
future. The time required for the user to "surf" through all such channels from a variety 
of different sources becomes burdensome, thereby reducing the user's enjoyment of the 

15 system. Furthermore, in many situations a user will simply be interested in watching 
and/or listening to the programming, and not be particularly interested in what the source 
(e.g., analog broadcast or analog cable) is. 

Therefore, a need exists for an improved way for a user to surf through channels 
from a variety of different sources. 
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SUMMARY OF THE INVENTION 
A method and apparatus for channel surfing through multiple sources based on 
user-definable preferences is described herein. According to one aspect of the present 
invention, a computerized method includes accessing a user-definable preferences list that 
5 identifies a plurality of channels from a plurality of different sources, and selecting one of 
the plurality of identified channels for provision to a user. 

According to one aspect of the present invention, an article includes a storage 
medium, the storage medium having stored thereon a plurality of instructions that, when 
executed by a processor, result in accessing a user-definable preferences list that 
10 identifies a plurality of channels from a plurality of different sources, and selecting one of 
the plurality of channels for provision to a user. 

According to one aspect of the present invention, an apparatus includes a storage 
device to store a user-definable preferences list that identifies a plurality of channels from 
a plurality of different sources, and a channel selection controller, coupled to the storage 
15 device, to access the user-definable preferences list and select one of the plurality of 
channels for provision to a user. 
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BRIEF DESCRIPTION OF THE DRAWINGS 



The present invention is illustrated by way of example and not limitation in the 
figures of the accompanying drawings, in which like references indicate similar elements 
and in which: 

5 Figure 1 is a block diagram illustrating the system components of an exemplary 

entertainment system in which one embodiment of the present invention may be 
practiced; 

Figure 2 is a block diagram illustrating the architecture of a system controller 
according to one embodiment of the present invention; 
10 Figure 3 is a flowchart illustrating the steps followed in allowing a user to channel 

surf through multiple sources according to one embodiment of the present invention; 

Figure 4 illustrates preferences lists according to one embodiment of the present 
invention; 

Figure 5 illustrates an example electronic programming guide database according 
15 to one embodiment of the present invention; 

Figure 6 is a flowchart illustrating the steps followed in allowing updating of the 
user preferences lists according to one embodiment of the present invention; and 

Figure 7 illustrates one embodiment of a computing device suitable for use with 
the present invention. 
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DETAILED DESCRIPTION 



In the following detailed description numerous specific details are set forth in 
order to provide a thorough understanding of the present invention. However, it will be 

5 understood by those skilled in the art that the present invention may be practiced without 
these specific details. In other instances well known methods, procedures, components, 
and circuits have not been described in detail so as not to obscure the present invention. 

Parts of the description will be presented in terms of operations performed by a 
computer system, using terms such as data, flags, bits, values, characters, strings, 

10 numbers and the like, consistent with the manner commonly employed by those skilled in 
the art to convey the substance of their work to others skilled in the art. As is well 
understood by those skilled in the art, these quantities take the form of electrical, 
magnetic, or optical signals capable of being stored, transferred, combined, and otherwise 
manipulated through mechanical and electrical components of the computer system; and 

15 the term computer system includes general purpose as well as special purpose data 
processing machines, systems, and the like, that are standalone, adjunct or embedded. 

Additionally, various operations will be described as multiple discrete steps in 
turn in a manner that is helpful in understanding the present invention. However, the 
order of description should not be construed as to imply that these operations are 

20 necessarily order dependent, in particular, the order of their presentations. 

The present invention provides a method and apparatus for channel surfing 
through multiple sources based on user-definable preferences. One or more user- 
definable preferences lists that identify multiple different channels from a variety of 
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different sources are maintained by the present invention. A user is able to surf through 
the channels in a preferences list rather than being required to surf through the entire 
range of channels, and furthermore can do so without concern for which source a 
particular channel corresponds to. 

5 As used herein, a "channel" refers to a particular communication path from a 

source (e.g., particular frequencies transmitted by analog television broadcast and cable 
sources or radio stations) or origination location of a source (e.g., location identifiers 
(such as uniform resource locators (URLs)) of network servers). Many sources will 
include multiple channels. 

10 Figure 1 is a block diagram illustrating the system components of an exemplary 

entertainment system in which one embodiment of the present invention may be 
practiced. System 100 operates to provide (e.g., display, play, etc.) audio and/or video 
programming to a user(s). System 100 includes television/display device 102, video 
recorder/playback device 106, digital video disk (DVD, also referred to as digital versatile 

15 disk) recorder/playback device 1 14, audio/video tuner and/or amplifier 110, audio 
playback/recorder device 122, and compact disc (CD) player 112, all coupled to a 
common input/output (I/O) bus 108. It is to be appreciated that the use of the common 
I/O bus 108 is for ease of explanation in the diagram only, and that a number of 
alternative means of routing input and output signals may be beneficially employed. For 

20 example, audio input and output could be routed with an appropriate number of 

independent audio "patch" cables, video signals may be routed with independent coaxial 
cables, and control signals may be routed along a two-wire serial line, or through infrared 
(IR) communication signals or radio frequency (RF) communication signals. By way of 
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further example, audio, video, and/or control signals may also be routed along one or 
more buses in accordance with the Universal Serial Bus Specification, Revision LO 
(January 15, 1996), or the High Performance Serial Bus IEEE Standard 1394, IEEE std. 
1394-1995, draft 8.0v3, approved December 12, 1995. 

5 In addition, system 100 includes speaker system 1 16, microphone 118, video 

camera 120 and a wireless input/output control device 132. In one embodiment, wireless 
I/O control device 132 is an entertainment system remote control unit which 
communicates with the components of system 100 through IR signals. In another 
embodiment, wireless I/O control device 132 may be a wireless keyboard and/or cursor 

10 control device that communicates with the components of system 100 through IR signals 
or RF signals. In yet another embodiment, wireless I/O control device 132 may be an IR 
or RF remote control device similar in appearance to a typical entertainment system 
remote control with the added feature of a track-ball or other cursor control mechanism 
that allows a user to position a cursor on a display of system 100. 

15 At the core of system 100 is system controller 104 incorporated with the features 

of the present invention, configured to control a variety of features associated with the 
system components. As depicted, system controller 104 is coupled to each of the system 
components, as necessary, through I/O bus 108. In one embodiment, in addition to or in 
place of I/O bus 108, system controller 104 may be configured with a wireless 

20 communications transmitter (or transceiver), which is capable of communicating with the 
system components via IR signals or RF signals 108 1 . Regardless of the control medium, 
system controller 104 is configured to control each of the entertainment system 
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components of system 100, although it is understood that each of the components may be 
individually controlled with wireless I/O device 132. 

System controller 104 retrieves and stores entertainment programming 
information available from a wide variety of sources. During operation of system 100, 

5 system controller 104 dynamically configures the operating parameters of system 100 and 
offers additional value added features to enhance the user's enjoyment of system 100, as 
discussed in more detail below. In one embodiment, system controller 104 may be a 
computer system incorporated with the teachings of the present invention, as will be 
discussed in further detail below. In another embodiment, system controller 104 may be a 

10 "set-top" box endowed with the necessary processing power and incorporated with the 
teachings of the present invention. Regardless of the particular embodiment, system 
controller 104 may also be referred to as a "convergence system" designed to integrate the 
world of entertainment systems and computing platforms to achieve the beneficial results 
discussed in greater detail below. 

15 Although the present invention is described in the context of the exemplary 

embodiments presented in the figures, based on the descriptions to follow, those skilled in 
the art will appreciate that the present invention is not limited to these embodiments and 
may be practiced in a variety of alternate embodiments. Accordingly, the innovative 
features of the present invention may be practiced in a system of greater or lesser 

20 complexity than that of the system depicted in Figure 1 . By way of example, devices may 
be added to system 100, or devices (e.g., video camera 120, microphone 1 18, DVD 
recorder/playback device 1 14, etc.) may be removed from system 100. 
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As illustrated in Figure 1, system 100 can be configured to receive audio/video 
programming input via a wide variety of transport media. In one embodiment, system 
100 receives programming input via any or all of the following transport media: cable 
broadcast 124, satellite broadcast 126 (e.g., via a satellite dish), very high frequency 

5 (VHF) or ultra high frequency (UHF) radio frequency communication of the broadcast 
networks 134 (e.g., via an aerial antenna), and/or the telephone/computer network 
interface 128. Further, it will be appreciated by those skilled in the art that cable 
broadcast input 124, satellite broadcast input 126 and VHF/UHF input 134 may include 
analog and/or digital programming (e.g., digital high definition television (HDTV) 

10 programming). Additionally, audio/video programming may be received from a CD- 
ROM, DVD, or other digital or analog storage device via a playback device of system 100 
(e.g., DVD recorder/playback device 1 14). The Internet, an entertainment network, or 
other network may also provide audio/video programming, via, for example, interface 
128. 

15 In addition to programming input, system 100 is also configured with a number of 

general purpose control outputs 130 which may be configured to control any number of 
devices. In one embodiment, for example, as system controller 104 configures system 
100 to display a movie, it may also dim the lights in the room to a predetermined level to 
further enhance the viewing environment. Control circuitry which allows a computing 

20 device to control, for example, lighting, thermostat settings, and other household 

appliances (via, for example, the electrical wiring in a house) are well known in the art 
and thus will not be described further. 
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Except for the incorporated teachings of the present invention (to be more fully 
described below), system controller 104 is intended to represent a broad category of 
computing devices known in the art. An example of such a computing device is a 
desktop computer system equipped with a high performance microprocessor(s), such as 

5 the Pentium® processor, Pentium® Pro processor, or Pentium® II processor 
manufactured by and commonly available from Intel Corporation of Santa Clara, 
California. Another example of such a computing device is an Internet "appliance" 
device, such as a WebTV™ Internet Terminal available from Sony Electronics Inc. of 
Park Ridge, New Jersey, or Philips Consumer Electronics Company of Knoxville, 

10 Tennessee. It is to be appreciated that the housing size and design for system controller 
104 may be altered, allowing it to better visually fit into system 100. 

It is also to be appreciated that the several entertainment system components 
depicted in Figure 1 can be beneficially combined. By way of example, system controller 
104 could be integrated into television/display device 102, DVD recorder/playback device 

15 1 14, or audio/video tuner and amplifier 110. 

Figure 2 is a block diagram illustrating the architecture of a system controller 
according to one embodiment of the present invention. According to one 
implementation, system controller 104 of Figure 1 is a system controller 200 of Figure 2. 
As illustrated, system controller 200 includes operating system 202, component controller 

20 204, electronic programming guide (EPG) controller 206, channel selection controller 
208, and user interface (UI) controller 210. Operating system 202 represents any of a 
wide variety of conventional operating systems (such as the Windows™ 95 or 
Windows™ 98 operating systems available from Microsoft Corporation of Redmond, 
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Washington), and operates to allow the controllers 204 - 210 to communicate with one 
another. Additionally, communication with other components within an entertainment 
system can also be provided by operating system 202, such as with the components 
illustrated in Figure 1. 

5 Component controller 204 controls the various components within the 

entertainment system, such as those illustrated in Figure 1. Commands to change the 
various parameters of the components, such as channel selection or volume control, are 
sent to those components from component controller 204. 

EPG controller 206 controls access to electronic programming guide (EPG) 

10 database 212. EPG database 212 is typically stored on a storage device within the 

entertainment system (such as a magnetic or optical disk), with selected portions being 
temporarily stored in system memory (such as random access memory). EPG controller 
206 accesses database 212 and displays requested EPG data on a display device (e.g., 
device 102 of Figure 1). EPG controller 206 services requests for information from the 

15 EPG database from other components of controller 200, such as UI controller 210 and 
channel selection controller 208. 

Channel selection controller 208 controls the surfing through a user-definable 
preferences list(s) of the present invention. Channel selection controller 208 includes 
channel selector 221 and preferences control 222. Preferences control 222 interacts with 

20 preferences database 214 to allow a user to access and modify the stored preferences. 
When a user requests to be provided with a new channel, channel selector 221 accesses 
preferences database 214 and determines the next channel to be provided to the user. 
Preferences database 214 identifies channels available to the entertainment system from 



42390.P6485 



- 11 - 



multiple different sources. Channel selector 221 also communicates with component 
controller 204 to communicate with the appropriate entertainment system component(s) 
as necessary to provide the new channel. The selection of the next channel in accordance 
with the present invention is discussed in more detail below. 

5 According to one embodiment of the present invention, preferences database 214 

includes different preferences lists for different users of the system. Thus, in this 
embodiment, the system needs to know the particular user (or alternatively may simply 
default to non-user specific preferences lists). Identification of a particular user can be 
made in any of a variety of conventional manners, such as by a user id log-in process, 

10 voice recognition, etc. Alternatively, separate user preferences may not be maintained by 
the system. In this alternate embodiment a global user preferences list(s) is used for all 
system users. 

It should be noted that, as illustrated in Figure 2, the preferences information is 
independent of the EPG data. Thus, any changes that are made to the preferences 

15 information (e.g., channel additions or deletions) does not alter the EPG data which is 
available to the user. Thus, the channel preferences list(s) that can be surfed in 
accordance with the present invention do not alter the programming/channel data 
available for presentation from the EPG data. 

The preferences lists stored within preferences database 214 can be received from 

20 a variety of sources. The preferences lists may be generated solely by the system user(s), 
the system can be pre-configured with default lists that can be subsequently updated by a 
user, default lists for particular areas (e.g., based on city or zip code) can be obtained 
from an external source (such as via a network (e.g., the Internet) or a CD ROM), etc. 
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Figure 3 is a flowchart illustrating the steps followed in allowing a user to channel 
surf through multiple sources according to one embodiment of the present invention. 
Initially, channel selection controller 208 of Figure 2 receives a new channel request, step 
302. This new channel request is input in any of a variety of conventional manners, such 
5 as by user selection of a "channel up" arrow or "channel down" arrow on a remote control 
device. Channel selector 221 then identifies an appropriate preferences list, step 304. 
Alternatively, if multiple preferences lists are not supported, then step 304 can be 
skipped. 

Figure 4 illustrates preferences lists according to one embodiment of the present 
10 invention. Multiple (m) preferences lists 401 and 402 are illustrated. Each preferences 
list 401 and 402 can include multiple channel identifiers, such as channel identifiers 407, 
408, and 409 of preferences list 401. Each of the channel identifiers corresponds to any 
one of multiple different sources (e.g., analog television broadcast, network server, radio 
broadcast, etc.). Additionally, multiple channels can correspond to the same source. The 
15 channel identifiers can be arranged in the preferences lists in any of a variety of manners, 
such as by source, by some user-defined order, by the order in which the identifiers were 
added to the list, arbitrarily, etc. 

Each of the multiple preferences lists 401-402 can correspond to different users 
and/or categories. In the illustrated embodiment, the lists 401-402 are identified by their 
20 descriptors 41 1-412. Examples of such descriptors include, "User Joe Smith", "Sports", 
or "User Jane Smith; Country/Western". If at least one of preferences lists 401-402 
corresponds to a particular user, then the appropriate preferences list is identified (step 
304 of Figure 3) by searching the lists 401-402 for the current user of the entertainment 
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system. This search may result in a single list, or alternatively may result in multiple lists 
(e.g., multiple category lists for that user, or at least one "generic" list in addition to 
possibly a category list for that user). If at least one of preferences lists 401-402 
corresponds to a particular category, then the appropriate preferences list is also identified 

5 by searching the lists 401-402 for the category identified by the user. A specific category 
can be identified in a variety of manners, such as input to the system via a user interface 
(e.g., such as provided by UI interface 210 of Figure 2), or entry of a particular category 
from a remote control device (e.g., selection of a particular category button, selection of 
channel selection keys corresponding to a particular category, entry of a category name 

10 via an alphanumeric input, etc.). 

According to one embodiment of the present invention, user-specific preferences 
lists as well as "generic" preferences lists (those that correspond to multiple users, such as 
all users) can be included in preferences lists 401-402. Thus, it is possible that multiple 
preferences lists may correspond to a single user request. For example, preferences lists 

15 401-402 may include a "sports" category for user Joe Smith, as well as a generic "sports" 
category for all users. In this situation, if user Joe Smith requests the new channel, then 
channel selector 221 selects one of these two preferences lists. This selection can be done 
in different manners for different implementations, such as by selecting the one that 
includes the user identification, randomly selecting one, selecting the one with greater (or 

20 fewer) entries, giving the user a choice of which he or she prefers, etc. Alternatively, 
both lists could be used (e.g., one after the other), etc. 

Returning to Figure 3, once the appropriate preferences list is identified in step 
304, channel selector 221 of Figure 2 accesses the identified preferences list, step 306. 
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Based on the information within the accessed preferences list, channel selector 221 
determines the next channel, step 308. The next channel can be identified in any of a 
range of manners. According to one implementation, channel selection controller 208 of 
Figure 2 maintains a record of the current channel being provided to the user by the 

5 entertainment system (e.g,, controller 200 may monitor and keep track of any channel 
changes in the system). In this implementation, channel selector 221 compares the 
current channel being provided to the accessed preferences list. If the current channel 
being provided is in the accessed preferences list, then the channel in the preferences list 
subsequent to the current channel being provided is determined to be the next channel. 

10 The determination of which channel is subsequent can "wrap" around from the last to the 
first channels (e.g., channel identifier 409 of Figure 4 to channel identifier 407). If the 
current channel is not in the accessed preferences list, then the first channel in the 
preferences lists is determined to be the next channel. Alternatively, the next channel 
may simply be the channel in the preferences list subsequent to the previously identified 

15 channel in step 308, regardless of how long ago and how many intervening channels have 
been selected. 

Once the next channel is determined in step 308, the appropriate component is 
"tuned" to that determined channel, step 310. This "tuning" process is accomplished by 
channel selection controller 208 sending a message to component controller 204 
20 indicating the appropriate device within the entertainment system that is the source for the 
determined channel, as well as an identifier of the determined channel itself. Component 
controller 204 then sends the appropriate signal(s) to the appropriate component(s) of the 
entertainment system to tune to and provide the determined channel. 
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The appropriate component for tuning to the determined channel can be identified 
in different manners. According to one embodiment of the present invention, preferences 
lists 401-402 of Figure 4 include additional "tuning component" information 420 that 
identifies which component within the entertainment system is used to tune to which 
5 channels. 

According to an alternate embodiment of the present invention, the EPG database 
212 of Figure 2 is accessed to identify the appropriate component for tuning to the 
determined channel. An example EPG database is illustrated in Figure 5. As illustrated, 
database 500 includes channel identifiers 502, tuning component identifiers 504, and 

10 source descriptors 506. Additional information (e.g., show times, show description 

information such as title and actors/actresses, etc.) is also included in database 500 (but is 
not shown). Channel selection controller 208 of Figure 2 can access EPG database 500 
and search the channel identifiers 502 for the determined channel (from step 308 of 
Figure 3). Upon locating the determined channel within database 500, controller 208 can 

15 then identify the tuning component corresponding to that channel based on the 

corresponding tuning component identifier 504. It should be noted that multiple entries 
will most likely exist for each channel, corresponding to different times and shows. As 
all of these entries would have the same tuning component, any one of them could be 
used to identify the tuning component corresponding to that channel. 

20 It should be noted that the channel surfing method of the present invention can be 

initiated in any of a variety of manners. According to one implementation, the channel 
surfing method is initiated by selection of a "channel up" or "channel down" button on a 
remote control device. Alternatively, the channel surfing method may be initiated by 
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activation of a dedicated button or switch on a remote control device, selection of an on- 
screen option (e.g., a graphical button or menu option), by voice command (e.g., "next 
channel" or "channel up"), etc. 

Figure 6 is a flowchart illustrating the steps followed in allowing updating of the 
5 user preferences lists according to one embodiment of the present invention. An update 
request from a user is first received by channel selection controller 208 of Figure 2, step 
602. In the illustrated embodiment, this request also includes an indication of the 
particular preferences list that is to be updated. The user can identify a particular 
preferences list in a range of manners, such as inputting the user identification and/or 

10 category of the list to be updated, or selecting from a list display provided by controller 
208. According to one implementation, controller 208 provides additional security (e.g., 
password protection) to prevent unauthorized access to the preferences list(s). In this 
implementation, controller 208 verifies the current user is authorized to access the lists, 
step 604. If the user is not authorized, then the process ends and no updating of the 

15 preference list(s) occurs. In an alternate implementation, no such checking is performed 
and processing flows from step 602 directly to step 606. 

In step 606, preferences control 222 of Figure 2 access preferences database 214 
to retrieve the identified preferences list and displays the list to the user (e.g., on display 
device 102 of Figure 1). Preferences control 222 then waits for a user input, step 608. In 

20 the illustrated embodiment, four user inputs are permitted: add channel, delete channel, 
reorder channel listings, and end. Inputs can be provided by a user in a variety of 
manners, such as by selection of buttons, menu options, or in a "drag and drop manner" 
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via a graphical user interface provided by UI 210 of Figure 2, alphanumeric command 
and data inputs, etc. 

If the "add channel" input is received, then preferences control 222 inserts into the 
list the channel identified by the input, step 610. If the "delete channel" input is received, 
5 then preferences control 222 removes from the list the channel identified by the input, 
step 614. If the "reorder channel listings" input is received, then preferences control 222 
changes the order of the channels in the list in accordance with the input received, step 
612. If the "end" input is received, then preferences control 222 stores the list as 
modified in steps 610-614, step 616. 

10 Figure 7 illustrates one embodiment of a computing device suitable for use with 

the present invention. According to one implementation, system controller 104 of Figure 
1 is a computing device 700 of Figure 7. In the illustrated embodiment of Figure 7, 
device 700 includes processor 702 and cache memory 704 coupled to each other as 
shown. Additionally, device 700 includes high performance input/output (I/O) bus 706 

15 and standard I/O bus 708. Host bridge 710 couples processor 702 to high performance 
I/O bus 706, whereas I/O bus bridge 712 couples the two buses 706 and 708 to each 
other. Coupled to bus 706 are network/communication interface 724 and system memory 
714. Coupled to bus 708 is mass storage 720, keyboard and pointing device 722, and I/O 
ports 726. Collectively, these elements are intended to represent a broad category of 

20 hardware systems, including but not limited to general purpose computer systems based 
on the Pentium® processor, Pentium® Pro processor, or Pentium® II processor, 
manufactured by Intel Corporation of Santa Clara, California. 
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In one embodiment, various electronic devices are also coupled to high 
performance I/O bus 706. As illustrated, analog tuner/digital satellite/cable devices 728, 
are also coupled to high performance I/O bus 706 to allow device 700 to "tune" to various 
programming input channels. 
5 These elements 702 - 728 perform their conventional functions known in the art. 

In particular, network/communication interface 724 is used to provide communication 
between device 700 and any of a wide range of conventional networks, such as an 
Ethernet, token ring, the Internet, etc. It is to be appreciated that the circuitry of interface 
724 is dependent on the type of network the device 700 is being coupled to. 
10 Mass storage 720 is used to provide permanent storage for the data and 

programming instructions to implement the above described functions, whereas system 
memory 714 is used to provide temporary storage for the data and programming 
instructions when executed by processor 702. I/O ports 726 are one or more serial and/or 
parallel communication ports used to provide communication between additional 
15 peripheral devices which may be coupled to device 700. 

It is to be appreciated that various components of device 700 may be re-arranged. 
For example, cache 704 may be on-chip with processor 702. Alternatively, cache 704 and 
processor 702 may be packaged together as a "processor module", with processor 702 
being referred to as the "processor core". Furthermore, certain implementations of the 
20 present invention may not require nor include all of the above components. For example, 
mass storage 720, keyboard and pointing device 722, and/or network/communication 
interface 724 may not be included in device 700. Additionally, the peripheral devices 
shown coupled to standard I/O bus 708 may be coupled to high performance I/O bus 706; 
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in addition, in some implementations only a single bus may exist with the components of 
device 700 being coupled to the single bus. Furthermore, additional components may be 
included in device 700, such as additional processors, storage devices, or memories. 
In one embodiment, the method and apparatus for channel surfing through 

5 multiple sources based on user-definable preferences according to the present invention 
as discussed above is implemented as a series of software routines run by device 700 of 
Figure 7. In this embodiment, controllers 204 - 210 of Figure 2 are each implemented as 
a series of software routines. These software routines comprise a plurality or series of 
instructions to be executed by a processor in a hardware system, such as processor 702 of 

10 Figure 7. Initially, the series of instructions are stored on a storage device, such as mass 
storage 720. It is to be appreciated that the series of instructions can be stored using any 
conventional storage medium, such as a diskette, CD-ROM, magnetic tape, DVD, laser 
disk, ROM, Flash memory, etc. It is also to be appreciated that the series of instructions 
need not be stored locally, and could be received from a remote storage device, such as a 

15 server on a network, via network/communication interface 724. The instructions are 
copied from the storage device, such as mass storage 720, into memory 714 and then 
accessed and executed by processor 702. In one implementation, these software routines 
are written in the C++ programming language. It is to be appreciated, however, that these 
routines may be implemented in any of a wide variety of programming languages. 

20 In alternate embodiments, the present invention is implemented in discrete 

hardware or firmware. For example, one or more application specific integrated circuits 
(ASICs) could be programmed with the above described functions of the present 
invention. By way of another example, controllers 204 - 210 of Figure 2 could be 
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implemented in one or more ASICs of an additional circuit board for insertion into 
hardware system 700 of Figure 7. 

In the discussions above, reference is made to particular "categories" of lists. It 
should be noted that any of a wide variety of categories can be used with the present 

5 invention, such as sports, country/western, classical, opera, movies, cartoons, etc. 

Additionally, personalized "favorites" categories can also be used, allowing the user to 
input particular channels that he or she prefers for whatever reasons. 

Also in the discussion above, reference is made to identifying a "subsequent" 
channel in a preference list. It is to be appreciated that such subsequent channels can be 

10 identified in any of a wide range of manners, such as cycling through the list (either top to 
bottom or bottom to top) by a predetermined amount (e.g., one at a time), randomly 
selecting a channel, selecting according to some other pre-defined or dynamic ordering, 
etc. Additionally, selection could be based on source (e.g., radio stations first, then 
satellite, then cable, then television broadcast, etc.). Additionally, according to one 

15 alternate embodiment a "timeout" feature is included. The timeout feature causes the 
channel selector to return to its starting point in the preferences list (e.g., the first channel 
in the list) whenever a predetermined period of time (e.g., five minutes) passes without a 
channel selection from a user. 

Additionally, in the illustrated embodiment the user is able to continuously cycle 

20 through the preferences list by repeated activation of the channel selection option (e.g., 
channel up or channel down buttons on a remote control device). According to one 
implementation, the present invention provides a visual or audio indication to the user 
when the user has completed one cycle of the preferences list. 
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Furthermore, according to an alternate embodiment, channel selector 221 includes 
an "automatic scan" function. In this embodiment, upon initiation of the channel surfing 
method of the present invention, channel selector 221 determines a next channel as 
discussed above with reference to Figure 3. However, channel selector 221 continues, at 

5 predetermined intervals (e.g., every five seconds) to select and tune to another new 
channel. Thus, in this embodiment channel selector 221 continues to select and tune to 
new channels automatically without requiring repeated user selection. This process 
continues until deactivated (e.g., by selection of the same channel selector that initiated 
the channel surfing, by completion of one cycle through the channels in the preferences 

10 list, etc.). 

Therefore, the present invention provides for channel surfing through multiple 
sources based on user-definable preferences. One or more preferences lists can 
advantageously be maintained in accordance with the present invention and modified by 
individual users to their own liking. Each of the lists can include channel identifiers from 
15 multiple different sources, allowing the user to advantageously surf through channels 
from the different sources without concern for, and perhaps even knowledge of, those 
sources. 

Thus, a method and apparatus for channel surfing through multiple sources based 
on user-definable preferences has been described. Whereas many alterations and 
20 modifications of the present invention will be comprehended by a person skilled in the art 
after having read the foregoing description, it is to be understood that the particular 
embodiments shown and described by way of illustration are in no way intended to be 
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considered limiting. References to details of particular embodiments are not intended to 
limit the scope of the claims. 
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CLAIMS 



What is claimed is: 

1 1 . A computerized method comprising: 

2 accessing a user-definable preferences list that identifies a plurality of channels 

3 from a plurality of different sources; and 

4 selecting one of the plurality of identified channels for provision to a user. 

1 2. The computerized method of claim 1, further comprising: 

2 providing, to the user, one or more of audio and video from a source 

3 corresponding to the selected one of the plurality of identified channels. 

1 3. The computerized method of claim 1 , further comprising: 

2 accessing, to determine a component corresponding to the selected one of the 

3 plurality of identified channels, a programming guide database that is independent of the 

4 user-definable preferences list; and 

5 sending a signal to the component to provide the selected channel. 

1 4. The computerized method of claim 1, further comprising: 

2 receiving a user request to provide a new channel; and 

3 wherein the accessing and the selecting are performed in response to the user 

4 request. 
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1 5. The computerized method of claim 4, further comprising: 

2 repeating the accessing and selecting in response to subsequent user requests to 

3 provide a new channel. 

1 6. An article comprising: 

2 a storage medium; and 

3 the storage medium having stored thereon a plurality of instructions that, when 

4 executed by a processor, result in accessing a user-definable preferences list that 

5 identifies a plurality of identified channels from a plurality of different sources, and 

6 selecting one of the plurality of channels for provision to a user. 

1 7. The article of claim 6, wherein the plurality of instructions, when executed by the 

2 processor, further result in providing, to the user, one or more of audio and video from a 

3 source corresponding to the selected one of the plurality of identified channels. 

1 8. The article of claim 6, wherein the plurality of instructions, when executed by the 

2 processor, further result in accessing, to determine a component corresponding to the 

3 selected one of the plurality of identified channels, a programming guide database that is 

4 independent of the user-definable preferences list, and sending a signal to the component 

5 to provide the selected channel. 
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1 9. The article of claim 6, wherein the plurality of instructions, when executed by the 

2 processor, further result in receiving a user request to provide a new channel, wherein the 

3 accessing and the selecting are performed in response to the user request. 

1 10. The article of claim 9 ? wherein the plurality of instructions, when executed by the 

2 processor, further result in repeating the accessing and selecting in response to subsequent 

3 user requests to provide a new channel. 

1 11. An apparatus comprising: 

2 a storage device to store a user-definable preferences list that identifies a plurality 

3 of channels from a plurality of different sources; and 

4 a channel selection controller, coupled to the storage device, to access the user- 

5 definable preferences list and select one of the plurality of identified channels for 

6 provision to a user. 

1 12. The apparatus of claim 11, further comprising: 

2 a component controller coupled to the channel selection controller; 

3 wherein the channel selection control is to send the selected one of the plurality of 

4 identified channels to the component controller, and wherein the component controller is 

5 to tune a corresponding component to provide, to the user, one or more of audio and 

6 video from a source corresponding to the selected one of the plurality of identified 

7 channels. 
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1 13. The apparatus of claim 1 1, wherein the channel selection controller is further to: 

2 access, to determine a component corresponding to the selected one of the 

3 plurality of channels, a programming guide database that is independent of the user- 

4 definable preferences list; and 

5 send a signal to the component to provide the selected channel. 

1 14. The apparatus of claim 1 1 ? wherein the channel selection controller is further to: 

2 receive a user request to provide a new channel; and 

3 wherein the accessing and the selecting are performed in response to the user 

4 request. 

1 15. The apparatus of claim 14, wherein the channel selection controller is further to 

2 repeat the accessing and selecting in response to subsequent user requests to provide a 

3 new channel 

1 16. An apparatus comprising: 

2 means for storing a user-definable preferences list that identifies a plurality of 

3 channels from a plurality of different sources; and 

4 means, coupled to the storage device, for accessing the user-definable preferences 

5 list and selecting one of the plurality of identified channels for provision to a user. 

1 17. The apparatus of claim 16, further comprising: 
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2 means, coupled to the means for accessing and selecting, for controlling 

3 components in an entertainment system; and 

4 wherein the means for accessing and selecting is for sending the selected one of 

5 the plurality of identified channels to the means for controlling, and wherein the means 

6 for controlling is for tuning a corresponding component of the entertainment system to 

7 provide, to the user, one or more of audio and video from a source corresponding to the 

8 selected one of the plurality of identified channels. 



1 18. The apparatus of claim 16, wherein the means for accessing and selecting 

2 includes: 

3 means for accessing, to determine a component corresponding to the selected one 

4 of the plurality of identified channels, a programming guide database that is independent 

5 of the user-definable preferences list; and 

6 means for send a signal to the component to provide the selected channel. 

1 19. The apparatus of claim 16, wherein the means for accessing and selecting 

2 includes: 

3 means for receiving a user request to provide a new channel; and 

4 wherein the accessing and the selecting are performed in response to the user 

5 request. 
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1 20. The apparatus of claim 19, wherein the means for accessing and selecting includes 

2 means for repeating the accessing and selecting in response to subsequent user requests to 

3 provide a new channel. 
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ABSTRACT OF THE DISCLOSURE 



A method and apparatus for channel surfing through multiple sources based on 
user-definable preferences includes accessing a user-definable preferences list that 
identifies a plurality of channels from a plurality of different sources. One of the plurality 
of identified channels is selected for provision to a user. 
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(Application Number) Filing Date (Status ~ patented, pending, abandoned) 



(Application Number) Filing Date (Status - patented, pending, abandoned) 

I hereby appoint Farzad E. Amini, Reg. No. P42,261; Aloysius T. C. AuYeung, Reg. No. 35,432; Amy M. 
Armstrong, Reg. No. P42,265; William Thomas Babbitt, Reg. No. 39,591; Carol F. Barry, Reg. No. P41,600; Jordan 
Michael Becker, Reg. No. 39,602; Bradley J. Bereznak, Reg. No. 33,474; Michael A. Bernadicou, Reg. No. 35,934; 
Roger W. Blakely, Jr., Reg. No. 25,83 1; Gregory D. Caldwell, Reg. No. 39,926; Kent M. Chen, Reg. No. 39,630; 
Lawrence M. Cho, Reg. No. 39,942; Yong S. Choi, Reg. No. P43,324; Thomas M. Coester, Reg. No. 39,637; 
Roland B. Cortes, Reg. No. 39,152; Barbara Bokanov Courtney, Reg. No. P42,442; Michael Anthony DeSanctis, 
Reg. No. 39,957; Daniel M. De Vos, Reg. No. 37,813; Robert Andrew Diehl, Reg. No. 40,992; Tarek N. Fahmi, 
Reg. No. 41,402; James Y. Go, Reg. No. 40,621; Richard Leon Gregory, Jr., P42,607; Dinu Gruia, Reg. No. 
P42,996; David R. Halvorson, Reg. No. 33,395; Thomas A. Hassing, Reg. No. 36,159; Phuong-Quan Hoang, 
P41,839; Willmore F. Holbrow III, Reg. No. P41,845; George W Hoover II, Reg. No. 32,992; Eric S. Hyman, Reg. 
No. 30,139; Dag H. Johansen, Reg. No. 36,172; William W. Kidd, Reg. No. 31,772; TimL. Kitchen, Reg. No. 
P41,900; Michael J. Mallie, Reg. No. 36,591; Andre L. Marais, under 37 C.F.R. § 10.9(b); Paul A. Mendonsa, Reg. 
No. 42,879; Darren J. Milliken, 42,004; Thinh V. Nguyen, P42,034; Kimberley G. Nobles, Reg. No. 38,255; 
Michael A. Proksch, Reg. No. 43,021 ; Babak Redjaian, P42,096; James H. Salter, Reg. No. 35,668; William W. 
Schaal, Reg. No. 39,018; James C. Scheller, Reg. No. 31,195; Anand Sethuraman, Reg. No. P43,351; Charles E. 
Shemwell, Reg. No. 40,171; Maria McCormack Sobrino, Reg. No. 31,639; Stanley W. Sokoloff, Reg. No. 25,128; 
Allan T. Sponseller, Reg. No. 38,318; Geoffrey T. Staniford, P43,151; Judith A. Szepesi, Reg. No. 39,393; Vincent 
P. Tassinari, Reg. No. P42,179; Edwin H. Taylor, Reg. No. 25,129; George G. C. Tseng, Reg. No. 41,355; Lester J. 
Vincent, Reg. No. 31,460; John Patrick Ward, Reg. No. 40,216; Stephen Warhola, Reg. No. P43,237; Ben J. Yorks, 
Reg. No. 33,609; and Norman Zafman, Reg. No. 26,250; my attorneys, of BLAKELY, SOKOLOFF, TAYLOR & 
ZAFMAN LLP, with offices located at 12400 Wilshire Boulevard, 7th Floor, Los Angeles, California 90025, 
telephone (310) 207-3800, and Alan K. Aldous, Reg. No. 31,905; Robert D. Anderson, Reg. No. 33,826; Joseph R. 
Bond, Reg. No. 36,458; Richard C. Calderwood, Reg. No. 35,468; Cynthia Thomas Faatz, Reg No. 39,973; Sean 
Fitzgerald, Reg. No. 32,027; Seth Z. Kalson, Reg. No. 40,670; David J. Kaplan, Reg. No. 41,105; Leo V. 
Novakoski, Reg. No. 37,198; Naomi Obinata, Reg. No. 39,320; Thomas C. Reynolds, Reg. No. 32,488; Steven P. 
Skabrat, Reg. No. 36,279; Howard A. Skaist, Reg. No. 36,008; Steven C. Stewart, Reg. No. 33,555; Raymond J. 
Werner, Reg. No. 34,752; and Charles K. Young, Reg. No. 39,435; my patent attorneys, and Jeffrey S. Draeger, 
Reg. No. 41,000; Thomas Raleigh Lane, Reg. No. P42,781; Calvin E. Wells, Reg. No. P43,256; and Alexander 
Ulysses Witkowski, Reg. No. P43,280; my patent agents, of INTEL CORPORATION; and James R. Them, Reg. 
No. 3 1 ,7 1 0, my patent attorney; with full power of substitution and revocation, to prosecute this application and to 
transact all business in the Patent and Trademark Office connected herewith. 



Send correspondence to Allan T. Sponseller > 

(Name of Attorney or Agent) 
BLAKELY, SOKOLOFF, TAYLOR & ZAFMAN LLP, 12400 Wilshire Boulevard, 7th Floor, Los Angeles, 
California 90025 and direct telephone calls to Allan T. Sponseller . (503)684-6200. 

(Name of Attorney or Agent) 

I hereby declare that all statements made herein of my own knowledge are true and that all statements made 
on information and belief are believed to be true; and further that these statements were made with the 
knowledge that willful false statements and the like so made are punishable by fine or imprisonment, or both, 
under Section 1001 of Title 18 of the United States Code and that such willful false statements may 
jeopardize the validity of the application or any patent issued thereon. 
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Full Name of Sole/First Inventor Christoj >Werl> 



Inventor's Signature ^^^^^^ f ?T 

Residence Soquel, California _ Citizenship England ' ' 

(City, State) (Country) 

Post Office Address 687 Pau Hana Drive. Soquel. CA 95073 

Full Name of Second/Joint Inventor Jean M. Goldschmidt Ilri 

Inventor's Signature Qgfl iy\QQO \A A \K Date 



Residence San Jose. California Citizenship USA 

(City, State) (Country) 

Post Office Address 475 Milan Drive #1 07. San Jose. CA Q5m 



Full Name of Third/Joint Inventor Anthony A. Shah-Nazaroff 



Inventor's Signature /j<Jl^ A !^ *.J* - J^7*£ ~ Date fnflpfag 



Residence Santa Cl ara. California Citizenship USA 

(City, State) (Country) 

Post Office Address 779 Hilmar Street. Santa Clara. CA 95050 



Full Name of Fourth/Joint Inventor Kenneth Alan Moore ^ 

Inventor's Signature lt^J^\ ULv\a ^ Dat e {of^i jS% 

Residence Ben Lomond. California Citizenship USA 

(City, State) (Country) 

Post Office Address 151 Lanita Drive. Ben Lomond. CA 95005 

Full Name of Fifth/Joinllriventoi// MvidN. Hackson 



Inventor's Signature f \f&tm Date ^I^O/W 



Residence Sunnyval e. California Citizenship USA 

(City, State) (Country) 

Post Office Address 1533 Ashcroft Wav. Sunnyvale. CA 94087 
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Title 37, Code of Federal Regulations, Section 1.56 
Duty to Disclose Information Material to Patentability 



(a) A patent by its very nature is affected with a public interest. The public interest is best served, and the most 
effective patent examination occurs when, at the time an application is being examined, the Office is aware of and 
evaluates the teachings of all information material to patentability. Each individual associated with the filing and 
prosecution of a patent application has a duty of candor and good faith in dealing with the Office, which includes a duty 
to disclose to the Office all information known to that individual to be material to patentability as defined in this section. 
The duty to disclosure information exists with respect to each pending claim until the claim is cancelled or withdrawn 
from consideration, or the application becomes abandoned. Information material to the patentability of a claim that is 
cancelled or withdrawn from consideration need not be submitted if the information is not material to the patentability of 
any claim remaining under consideration in the application. There is no duty to submit information which is not material 
to the patentability of any existing claim. The duty to disclosure all information known to be material to patentability is 
deemed to be satisfied if all information known to be material to patentability of any claim issued in a patent was cited by 
the Office or submitted to the Office in the manner prescribed by §§1 .97(b)-(d) and 1 .98. However, no patent will be 
granted on an application in connection with which fraud on the Office was practiced or attempted or the duty of 
disclosure was violated through bad faith or intentional misconduct. The Office encourages applicants to carefully 
examine: 



(1) Prior art cited in search reports of a foreign patent office in a counterpart application, and 

(2) The closest information over which individuals associated with the filing or prosecution of a patent 
application believe any pending claim patentably defines, to make sure that any material information contained therein is 
disclosed to the Office. 



(b) Under this section, information is material to patentability when it is not cumulative to information 
already of record or being made or record in the application, and 

(1 ) It establishes, by itself or in combination with other information, a prima facie case of unpatentability 
of a claim; or 

(2) It refutes, or is inconsistent with, a position the applicant takes in: 

(i) Opposing an argument of unpatentability relied on by the Office, or 

(ii) Asserting an argument of patentability. 

A prima facie case of unpatentability is established when the information compels a conclusion that a claim is 
unpatentable under the preponderance of evidence, burden-of-proof standard, giving each term in the claim its broadest 
reasonable construction consistent with the specification, and before any consideration is given to evidence which may be 
submitted in an attempt to establish a contrary conclusion of patentability. 

(c) Individuals associated with the filing or prosecution of a patent application within the meaning of this 
section are: 



( 1 ) Each inventor named in the application; 



(2) Each attorney or agent who prepares or prosecutes the application; and 

(3) Every other person who is substantively involved in the preparation or prosecution of the application 
and who is associated with the inventor, with the assignee or with anyone to whom there is an obligation to assign the 
application. 

(d) Individuals other than the attorney, agent or inventor may comply with this section by disclosing 
information to the attorney, agent, or inventor. 
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